
 

 

BM101 
General announcement active call station with chime 

Consolle microfonica attiva con din-don 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

General announcement active call station with automatic compressor, dynamic microphone, 

programmable talk button (PTT or ON/OFF), level output adjustment trimmer, chime level trimmer, 

selectable 2 or 3 tone chime and smart priority management.  

Power supply from RJ45 cable or 24Vdc local adaptor. 

 

 

Consolle microfonica per annunci generici con compressore automatico, microfono dinamico, tasto di 

chiamata programmabile (PTT o ON/OFF), trimmer di regolazione del livello di uscita, trimmer di 

regolazione livello del din-don bitonale o tritonale selezionabile, gestione intelligente della priorità. 

Alimentazione tramite cavo RJ45 da remoto o tramite alimentatore locale 24 Vdc. 

 

 

Model: BM101 

Sensitivity: -55dB ± 3dB  

Frequency Responce: 70Hz ÷ 17KHz (-3dB) 

Power Supply: from RJ45 cable or 24Vdc local 

adaptor (optional) 

Gooseneck length: 390 mm 

Input/Output Connectors: 2 x RJ45 

Dimensions (W x H x D): 165 x 178 x 442 mm 

Weight: 0.9 Kg 

 

 
        


